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Abstract: Employing model solutions we have tested a new technological 
method of neutralization of multi-metal containing effluences including low 
radioactive ones. The proposed approach seamlessly combines the positive 
properties of both physical chemical methods and nanotechnology using 
silica-magnetite nanocomposite SiO2/Fe3O4 that is synthesized directly in the 
man-caused polluted solution (the so-called method of direct sedimentation). 
The novelty of the method is the absorption of pollutants by the whole volume 
of synthesized nanoparticles in addition to the absorption of the particles’ 
surface. After separation of the solid and liquid phases, about 75% Cs, 93% 
Sr, 97% Cu and 99% Fe+2/ Fe+3 pass from the dispersion medium into a solid 
phase per one loop. The obtained SiO2/Fe3O4 nanocomposite heated to 1000 
°C forms a small size glass phase, which is a reliable matrix for the long-
term retention of radionuclides incorporated in the composite’s volume. Thus 
the approach will allow one to reduce the collected radioactive isotopes to a 
tiny volume, which means the decrease of land and funds needed to burial 
radioactive waste. 
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Among recent publications we have to mention a system of wastewater 
treatment developed by Patzay et al. [4] in which they used a cesium selective 
inorganic ion exchanger. They separated selectively cesium (137Cs, 134Cs) 
from high salt concentration and strongly alkaline evaporator bottom residue 
in Paks Nuclear Power Plant (Hungary) reaching a volume reduction factor 
about 1800-3500 at the value of the decontamination factor DF > 100, for the 
samples of four tanks of the mentioned plant.
Crystalline silicoti-tanates (CSTs) are a new class of ion exchangers that 
were jointly invented by researchers at Sandia National Laboratories and 
Texas A&M University.  Tests performed at numerous locations with early 
lab-scale TAM-5 samples established the material as a leading candidate for 
treating radioactive waste volumes such as those found at the Hanford site in 
Washington. Thus Sandia developed a Cooperative Research and Development 
Agreement (CRADA) partnership with UOP, a world leader in developing, 
commercializing, and supplying adsorbents.
Abdel Rahman et al. [13] describe advances in conventional treatment of 
aqueous radioactive wastes, advances in conventional treatment of organic 
liquid wastes, and emerged technological options. Among major methods of 
purification of radionuclides are liquid-liquid extraction [7, 5], solid phase 
extraction by using sorbents [8, 18], ion exchangers of various types [1, 14], 
which in particular possess also sorbent properties [6] and ion exchange resins 
[10], and reductants of an organic base [9]. 
Valdovinos et al. [16] review treatment methods for radioactive liquid 
wastes and their electrochemical applications considering such approaches as: 
ion exchange/sorption, chemical precipitation, evaporation or ultrafiltration/
reverse osmosis. Nevertheless, they emphasise that liquid containing suspended 
matter must be treated to remove the particulates before primary treatment or 
after it. Sedimentation, decantation, filtration or centrifugation are treatments 
used commonly to clear the effluent wastes or to remove miscellaneous debris 
or insoluble particles.
A new class of ion exchangers, which were jointly invented by researchers 
at Sandia National Laboratories and Texas A&M University, have been 
planned to use to clean wastewater at the Fukushima reactor destroyed by the 
tsunami in 2011 [2]. Crystalline silicoti-tanates are considered by them also as 
a leading candidate for treating radioactive waste volumes such as those found 
at the Hanford site in Washington. 
Kovařík et al. [11] performed a literature review for the molten salt 







information for further use of this technology in the nuclear field for radioactive 
waste treatment. 
At the same time none of the protection technologies provide a sufficiently 
effective level of decontamination of multicomponent man-triggered dilutions. 
They are often not only imperfect and have low efficiency, high power 
consumption and cost, but also generate a significant amount of secondary 
waste that is as dangerous as the original, because it represents an imminence 
of secondary contamination.
There is a particularly urgent need for new technologies to clean 
multicomponent man-triggered dilutions containing toxic elements, ions of heavy 
metals and radionuclides. New approaches must seamlessly combine positive 
properties of both traditional physical-chemical methods and nanotechnologies. 
A balanced combination of several effective treatment processes of man-
triggered polluted water, the use of physical factors – pulsed magnetic field, 
together with a chemical method – the synthesis of nanocomposites, as well as 
waste disposal, could solve the problems of water management and significantly 
improve the environmental safety of industrial plants [3].
For the decontamination of man-made solutions, particularly multi-metal 
and low radioactive effluents, various sorbent materials with high porosity are 
widely used. Such materials provide a more complete contact between the 
sorbent and the liquid phase. The main drawback of these important traditional 
methods is the technological complexity and high production cost of such 
sorbents. However, our study shows that these limitations can be minimised 
by the use of nano-sized sorbents. 
Sorbents with high sorption activity and selectivity possess advanced 
surfaces through which the interaction of the solid and liquid phase takes 
place. On the other hand, when sorbents with a ramified specific surface are 
produced, particles with an increased number of nanocapillaries are formed, 
which lead to a dramatically slowdown of sorption.
An indicative comparative analysis of multi-component metal-
contaminated solutions (liquid radioactive waste) is given in Table 1.
In contrast to the traditional method in which the sorbent is mixed with 
a solution, in our method a nanoscale sorbent is synthesised directly in the 
man-caused pollution solution, such that pollutants are used in the formation 
of composite nanoparticles. Then pollutants of the dispersion medium are 
adsorbed not only by the nanoparticles’ surface, but also by the volume of 
the synthesised nanoparticles. In our method the volumetric absorption 
significantly prevails conventional surface sorption. Colloids of polysilicic 
acids  (up to 20 nm in size) obtained by the polymerisation of silicic acid in the 






Table 1: Compare of different methods of radioactive solutions cleaning 
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Completeness of 
removal
A B B C C B
The need for 
additional 
reagents
D B D D D С
The need of 
regeneration
D D B B B D
Energy 
consumption
B D C C C D
Energy intensity D C C C C C
Possibility 
to include in 
traditional 
schemes
B D D D D B
The ability of 
phase formation, 
suitable for long 
term storage
C D D D D B
Polysilicic acids, due to their affinity with the class of cations, can be used 
as sorbent [12]. The main mechanisms that determine the uptake of cations 
from the dispersion medium with nanoparticles of polysilicic acids can be 
identified as follows: (i) the agglutination of cations directly in the process 
of formation of nanocolloids and (ii) the sorption of cations by the surface of 
formed colloidal particles. Sodium ion can act as the central coordinating ion 







Our objectives are the demonstration of total sedimentation of radionuclides 
and/or any kinds of heavy ions by using the new approach of volumetric 
absorption of peculiar nanocomposites. The phenomenon of volumetric 
absorption is a real novelty of the present research.
2. EXPERIMENTAL PART
2.1. Equipment
Our research team has designed a generator of physical fields in which an 
active part is a container with a volume of about 0.5 litres. A test-tube with the 
material to be treated can be put in the container. Around the container, induction 
coils connected to a microprocessor unit are located. An electromagnetic 
field launched in the setup switches pulses of physical fields that irradiate the 
material to be treated. In our studies the power density of the fields varied in 
a wide range, namely, from 5 mW×cm2 to hundreds of W×cm2. The carrier 
frequency of the pulse modulation varied from 50 Hz to 20 kHz, although the 
main studies were conducted at a carrier frequency of 4.5 kHz, a pulse duration 
t = 500 ± 10 ms and a repetition rate of 1 ± 0.1 Hz. 
For the separation of the solid and liquid phases we used a centrifuge-
mixer, CM-70M-09 (ELMI Latvia).
The content of Cs, Sr, Co, Cu and Fe in an aqueous solution was estimated 
applying the method of atomic absorption by using a spectrophotometer, AA-
8500 (Japan).
In the process of preparing the necessary solutions we used a shaker, 
Elpan-357 (Poland), and a pH meter, MI-150 (Muscovy).
The mineral composition of the samples was assessed by X-ray phase 
analysis using a diffractometer, DRON-3, with the filtered Cuka-radiation at a 
shooting speed of 1–2 min. In cases where the samples included a significant 
amount of iron we used an X-ray tube with an iron anticathode in the X-ray 
diffractometer. The measurements were carried out at the anti-cathode voltage 
of 30 keV. IR spectroscopic study conducted by the standard method (pressing 
the sample in pills of KBr), were executed by using a UR-20 spectrophotometer. 
Optical studies were carried out using an optical reflexive microscope, Unicorn 
NJF 120A.
A tool TGA Q-50 examined the thermal stability of the silica magnetite 
composite. 
2.2. Materials
The following substances pure for analysis and chemically pure have been 






FeCl3, ion-exchange resins (cation exchanger KU-2-8), hydrochloric acid HCl, 
and sulphuric acid H2SO4.
2.3. Methods
To prepare the solution of sodium silicate Na2SiO3, we calculated an amount of 
reagent needed to introduce into the necessary amount of distillate and stirred 
until the complete dissolution of the crystals. The obtained solution can be 
kept in a bottle of polyethylene terephthalate (PET) under normal conditions 
within 3 months.
To prepare the solution Fe2+ and Fe3+ we used salt FeSO4 and FeCl3, which 
in the calculated amounts were dissolved in the required volume of distillate 
in the ratio 1:2. The total iron content of the solution was 2.25 to 15 g×l-1, 
depending on the experimental conditions. The resulting solution can be stored 
for no more than 12 hours in a glass container under normal conditions. With 
longer storage a precipitate is formed in the solution, which is associated with 
the oxidation of Fe2+ to Fe3+.
To obtain a solution of polysilicic acids with the minimal quantity 
of anions, we used the ion exchange reaction Na+ for H+. In our work we 
have used the cation resin KU-2-8. The quality of the preparation met the 
requirements specification. The dynamic volumetric capacity of the preparation 
is 1.93 g×mol-1, and the specific volume of the H+-form is 4.62. To obtain H+-
form, the calculated amount of ion exchange resin KU-2-8 is poured with a 
certain amount of distilled water, after which the suspension is left for one 
day to allow for the swelling of the resin particles. After this, the distillate is 
removed and the resin is poured with the calculated volume of hydrochloric 
acid of the required concentration. A bulb with the solution is placed on a 
shaker for two hours, and then left for one day. Then the acid was removed 
by decantation, and the residue was washed several times with distilled water 
to pH = 5. The prepared resin is stored for 10 days under a layer of wash 
water. For the preparation of the solution of polysilicic acids we used an ion 
exchange resulting in the replacement of Na+ ion by a H+ ion. To do this, 500 
ml of sodium silicate, with the necessary concentration, is mixed with 400 g of 
swollen KU-2-8 in H+-form. The resulting suspension was stirred in a shaker 
for one hour and allowed to stand for 3 days to allow for the ion exchange 
process. After the exchange the pH of the liquid that is found above the resin 
layer becomes equal to 4 ± 0.2. The solution of polysilicic acids can stay above 
the layer of the resin at a temperature from +4 to +80 °C for up to 10 days in a 
bottle of polyethylene terephthalate (PET).
Nanocomposite synthesis is carried out in line with an example given in 







designed reactor, equipped with a thermostat, stirrer, glass and silver chloride 
electrodes to control the pH, as well as fitted with a set of induction coils, 
we introduce 500 ml of an aqueous solution containing Cs1+, Sr2+, Co2+ and 
Cu2+ in the amount of 45-63 mg×l-1; then the volume is filled with 50 ml 
of a 4% solution of sodium silicate. The pH of such system is 10-11. After 
that the temperature of the solution is increased to about 70 °C and is stirred 
vigorously (1500-2000 rev./min.) and we add 70 ml of a 4% solution of silicic 
acid during one hour. After the introduction of the reagents, the mixture is 
kept at a temperature of +70 ± 5 °C for two hours to mature a colloid of 
polysilicic acids. After maturation of the colloid in the reaction mixture we 
slowly introduce 50 ml of a salt solution of Fe2+/Fe3+ in a 1:2 ratio with a 
total iron concentration of 5 g×l-1; this is then left for 1 hour. The desired pH 
value is adjusted by adding the required amount of an 8% NaOH solution to 
the reaction mixture, so that the pH of the mixture does not decrease below 
9. Throughout the time the solution of iron salts are in the working zone, a 
pulsed current is applied to the induction coils, which provides a frequency 
pulse modulation. The resulting system was then cooled for three hours, after 
which the liquid and solid phases were separated by filtration using the “Blue 
Ribbon” filter for fine sediments.
The resulting filtrate must be transparent and free of suspended solids. 
After filtration, the resulting precipitate is dried to a constant weight.
3. RESULTS
The scheme of the SiO2/Fe3O4 nanocomposite synthesis is shown in Fig. 1. 
According to the conception [12], the formation of colloid of polysilicas 
occurs by polymerizing the monomer with the production of particles when 
initially formed molecules Si(OH)4 are condensed, forming colloidal particles 
and their subsequent growth. The magnitude of the colloidal particles is 
significantly affected by the acidity of the medium and the relationship between 
the coordinating atoms (sodium, etc.) and the amount of polysilicic acids.
Sodium cations act as ions forming a “bridge of communication”. In the 
interaction of cations with the silica surface, one or more oxygen atoms of 
molecules of hydrate water can be replaced by oxygen atoms that belong to 
the surface of silanol groups ≡ Si-OH, so that the latter is directly related to 
the sodium atoms. Therefore, the positive charge of the sodium ion is able to 
neutralize the negative charge near the adsorbed hydroxyl ion, which determines 
the charge of the particle and, therefore, can act as a bridging link between two 
particles of polysilica. In the dispersion medium at pH = 8.5-9, silicate ions may 






Sodium cations as well as alkali cations Cs1+, which are also present in the 
system, may participate in the formation of the colloidal system and, therefore, 
pass from the liquid phase into the solid (colloidal) phase. 
The participation of alkali metal ions in the formation of colloidal micelles 
leads to a greater number of connection points. It should also be noted that the 
ability of metal ions connected to polysilicic acid decreases at its polymerisation, 
and thus increases the size of the particles. The presence of divalent cations 
in the dispersion medium (Sr2+, Co2+, Cu2+) can have a significant impact on 
micellisation. In addition to single charged alkali metal ions (Na1+, Cs1+, K1+, 
etc.), double charged ions of alkaline earth and transition metals (Ca2+, Sr2+, 
Cu2+, Mn2+, etc.) at pH ≈ 9 can be absorbed and be like positively charged sites 
on the surface. They may act like bridges connecting two silica particles at 
their points of contact.
At certain thermodynamic conditions polysilicic acids react with metal 
cations that are in this solution, so that a part of these cations are involved 
directly in the scope of the colloidal particles, and some can be adsorbed 
by the surface of each of the particles. Thus obtained nanoparticles form a 
thermodynamic non-equilibrium, but a kinetically stable system. For the 
deposition of this dispersion of nanoparticles obtained from polysilicas, we 







propose to use the heterocoagulation process of nanoparticles with opposite 
charges, particularly for this purpose can be used nanoparticles of magnetite 
synthesised in the same solution at a pH > 9 [20].
Silicon magnetite nanocomposite SiO2/Fe3O4 obtained by our method 
[21] is an artificial nanoscale polymineral material. This polymineral material 
is formed by the heterocoagulation of particles of polysilicas by using the 
dispersion of magnetite (Fig. 2).
It is advisable to carry out the synthesis of nanocomposite using a pulsed 
magnetic field (or a combination of different physical fields). The application 
of such field/fields can be useful for the formation of magnetite nanoparticles 
with desired properties. In particular, there is the possibility of obtaining nano-
dispersed magnetite not only with an increased number of OH groups, but 
also with hydrated ferric oxide Fe2O3×nH2O on their surface. The presence 
of OH groups on the surface of magnetite enhances its sorption activity and, 
consequently, contributes to the formation of coordination bonds between 
magnetite and the ligands of the dispersion medium. At such conditions, 
magnetite nanoparticles produced owing to an “electromagnetic jolting” are 
in competition with the surface adsorption of the silica particles and the actual 
growth of the particles themselves. Thus the influence of pulses of physical 
fields is a factor that contributes to the predominant precipitation of magnetite 
particles on the silica surface (Fig. 3).
Our studies show (Fig. 4) that after separation of the solid and liquid 
phases a significant portion of the dispersion medium pollutants have passed 
into the solid phase. 







As can be seen from the data, about 75% of Cs, 93% of Sr, 97% of Cu and 
99% of Fe+2/Fe+3 pass from dispersion medium into the solid phase per each 
loop of the process. 
Figure 3: Absorption of pollutants by the SiO2/Fe3O4 nanocomposite from 
multicomponent man-triggered solutions. 
Figure 4: The absorption of Cs and Sr by the SiO2/Fe3O4 nanocomposite: q is 







The number of absorbed Cs and Sr, which are extracted from the 
equilibrium concentration at 700 °C, is evaluated by means of the distribution 
coefficient Kd (ml×g
-1). The distribution coefficient is numerically equal to the 
slope of the corresponding dependency to the X-axis (Fig. 4) and is defined as 
the ratio of pollutants absorbed by 1 g of the nanocomposite to the equilibrium 
concentration (Table 2).
The absorption of Cs and Sr, as well as Co, Fe, can be formally described 
by the Henry isotherm. However, it should be remembered that in addition 
to the adsorption of pollutants by the surface of nanoparticles of silica and 
magnetite, in the deposition process a co-precipitation at the formation of both 
the individual particles of silicon acid and magnetite, and agglomerates of 
silicon magnetite nanocomposite SiO2/Fe3O4 plays a significant role.
To further reduce the amount of the precipitate and to prolong isolation of 
absorbed elements from the environment, it is appropriate to warm the gathered 
elements up to 800-1000 °C. Traditional technologies include application of 
cementing, bituminization and vitrification. Each of them has a number of 
drawbacks. Usually a complex processing technology is used, which includes 
several methods.
At the synthesis of the SiO2/Fe3O4 nanocomposite the relation between 
silicic acid and the amount of alkali metals has been chosen so as to ensure the 
formation of nanoparticles and, on the other hand, the particles obtained have 
to be similar in composition to glass. Warming an air-dry sample of the SiO2/
Fe3O4 nanocomposite to 1000 °C is accompanied by the formation of a liquid 
phase, which when cooled, forms a glassy amorphous phase (Fig. 5a). In the 
volume of the amorphous phase, crystals of α-hematite (α-Fe2O3) are found 
(Fig. 5b) as diagnosed by the X-ray phase analysis.
Such transformations confirm studies by thermogravimetric analysis in 
the air (Fig. 6): an intense loss of free water at temperatures up to 100 °C has 
been revealed for the SiO2/Fe3O4 nanocomposite. Followed by heating in the 
range of 150-450 °C, an intense loss of bound water is observed, which is 

































63 15.8 0.66 183 62 3.1 0.89 1589 42 2.1 0.6 1539 15000 1.5 599 79920
26 6.5 0.28 200 20 1 0.29 1526 14 0.7 0.2 1539 13000 1.3 520 79992
10 2.5 0.11 196 6 0.3 0.29 1526 4 0.2 0.06 1500 5000 0.5 200 79920
Table 2: The absorption characteristics of the SiO2/Fe3O4 nanocomposite (Cin 
and Cfin are the initial and final concentrations of the appropriate pollutant, 






Figure 5: Pictures of nanocomposite sample SiO2/Fe3O4 withstood at 
a temperature of 1000 °C, taken with a reflective polarizing optical 
microscopy.
typical for the process of dehydration of the agglomerates and the destruction 
of hydration shells of colloidal particles of polysilicas. A further increase in 
temperature above 750 °C leads to the conversion of Fe3O4 magnetite to Fe2O3 
hematite by oxidation of Fe2+ to Fe3+ forming initially γ-Fe2O3, which then 








The proposed method of direct sedimentation, in which SiO2/Fe3O4 
nanocomposite is synthesised directly in multi-component man-triggered 
solutions, allows one not only to remove pollutants of different nature 
simultaneously, but also iteratively loop the process of deactivation over and 
over again.
An additional advantage of this method can be seen in the fact that the 
resulting SiO2/Fe3O4 nanocomposite being heated to 1000 °C forms a glass 
phase, which is a reliable matrix for long-term retention of radionuclides 
incorporated in the volume of the composite. The present study exhibits a 
possibility to concentrate pollutants of different nature in a small volume and 
then isolate them localising in a mineral glass matrix.
After a pilot testing at an actual industrial plant the present refining 
method may be used in vitrification technology and the compacting of 
radioactive and toxic waste for further secure disposal.
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